
89All prices are subject to change without notice, packing and shipping cost (see page 187) as well as VAT for deliveries within Germany added.  
Prices shown as of January 1st, 2025. If you have any questions or require additional information, please contact us, we will gladly give advice. 
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These clocks are packaged in 
waterproof, steam proof and dust 
proof cases and thus perfectly 
suitable for “critical” areas with 
blown dust and water thrown 
in sheets or other  demanding 
 environments. 
They are not  suitable for sauna 
cabins. Sauna clocks may be 
found on page 91 only.

Case
	■ cir. 300 mm diameter

white plastic case, dust- and water-
proof according to IP 64 (EN 60 529).

Front glass
Flat mineral glass, black sealing ring. 
Also available with shock-resistant 
Plexiglas® XT (option).

Face
White face with large black Arabic 
numerals for easy, doubt-free reading 
even over longer distances.

Hands
Black bar-type hour and minute 
hands, red second hand.

Wall Clocks 
waterproof, steam proof, dust proof

Indoor
analog   
single face

DCF77 radio controlled 
clocks
DCF77 radio controlled clocks 
will only function correctly 
within a radius of approx. 
1,500 km around Mainflingen 
(50 km east of Frankfurt/M.) 
and under conditions of free 
radio propagation and may be 
impaired in heavily reinforced 
concrete structures.

41.420.311 shown

Clock type Item No. € each
Quartz clock, battery operated 1.5 V 41.420.311 79.–
DCF77 radio controlled clock, battery operated 1.5 V 51.420.311 179.–

Option Suffix
Surcharge 

€ each
Shock-resistant Plexiglas® XT (instead of mineral glass) -53 42.–

Quartz


